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ABSTRACT:- The inhibitive effect of magnesium oxide on the hot ash corrosion of steel
structures of power generation station was studied using a kerosene fired furnace. Three
alloys were selected including [SA 178A, 209 T1, 213 T11], prepared as rectangular pieces
from water wall tubes and superheater tubes of a local power station. The heating chamber of
the furnace had shelves on which specimens are placed. Mg(OH)2 was mixed with synthetic
slag (67%wt V2O5 and 33% wt Na2SO4) at molar ratios of 1:1, 1:2 and 1:3, respectively and
applied on the surface of the cleaned specimens. The tests were carried out at fixed (4 h) and
various time intervals (2-10 h) to study the normal oxidation at various temperatures (550950˚C). The rate of oxidation is accelerated in the presence of vanadic slag and resulted in
increased corrosion rate with increasing temperature (550-950 oC ). X-ray diffraction
indicated the formation of NaV3O8, Na2O.V2O4.5V2O5, Na4V2O7, VOSO4, Na2SO4 and iron
oxide (Fe2O3) . The weight loss of the three alloys specimens indicated a Clear reduction in
the degree of corrosion with increasing Mg(OH)2 content. The scale changed into a powder
form which can be easily removed from the surface of the specimens. The best results were
obtained with the mole ratio 3:1, which gave inhibition efficiency of 85% at 550°C. The
inhibition efficiency increases with temperature decrease. With the introduction of Mg(OH)2
with the ash magnesium vanadate Mg3V2O8 was a major constituent together with some
MgO.
Keywords:- Magnesium Hydroxide, Hot Ash corrosion, Inhibition.
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INTRODUCTION
Singh et al(1) recently reviewed the coupled action of sodium sulfate and vanadium
pentoxide on the corrosion of iron and nickel super alloys in power generation stations. They
concluded that It is basically induced by the impurities such as Na, V, S, etc. present in the
coal or in fuel oil used for combustion in the mentioned applications. Ash fouling and flameside corrosion of metal surface, together with heat transfer surface fouling are major
problems in power generation stations when burning heavy oils. Vanadium occurs in the form
of porphyrinic and non-porphyrinic in crude oils (2). These compounds decompose in the gas
stream to give mainly vanadium pentoxide (V2O5), which is most damaging due to its low
melting point (690°C) i.e. it is in its liquid state at normal combustion temperature. Sodium
in the oil is mainly present as (NaCl) and is readily vaporized during the combustion process
(3)

. The presence of a liquid phase on the surface of a metal is usually necessary for corrosion

reactions to occur at high rates. The most likely liquid phases are based on vanadium
pentoxide and sodium sulphate complexes depending upon the exact analysis of the fuel
used(4). A series of compounds are formed between (Na2O) and (V2O5), some of which have
melting points below the operating temperature of boilers and turbines. The eutectic formed
between (5Na2O.V2O4.11V2O5) and sodium metavanadate (Na2O.V2O5) melts at (527°C).
However, under an atmosphere containing oxides of sulphur, other components can
form e.g. Na2SO4, Na2S2O7 , V2O5. 2SO3 and V2O5.1/2 SO3 (5).
Prevention of hot ash corrosion is impossible and a reduction can be effectively
performed. In contaminated combustion atmospheres, there are three basic ways to reduce the
corrosion problems and these are:I-Removal of harmful impurities presents in the environment.
II-Addition of a compound to counteract the harmful impurities .
III-Changing the combustion condition to minimize attack.

The use of water-in-oil emulsions is a promising technique to reduce smoke, NOx
emissions and reduction in SO3 formation. This aids the elimination of metal-containing
antismoke additives and the resulting deposits and fouling in gas turbines, the ability to use
heavier and cheaper fuel(6).
The use of corrosion resistance coatings for existing alloys is widely used in the gas turbine
and boiler field. Metallic coating of silicon, chromium, aluminum, zirconium and beryllium
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(7)

was studied

, as well as ceramic coatings. The higher the chromium content of the alloy, the

better would be the hot-corrosion resistance

(7)

. El-Dahshan (8) observed that Co-Cr-W alloys

were more resistant to oxidation than (Ni-Cr-W) alloys when coated with sodium sulphate.
The corrosive effect of ash-causing contaminants, principally vanadium and nickel can
be neutralized by chemical additives. The additives work by forming a stable vanadate of
higher melting point than the vanadium compounds originally present, thus preventing
formation of a liquid phase at the operating temperature (9, 10). Macfarlane

(4)

, reviewed the

effect of such additives in particular calcium, magnesium and zinc compounds. Magnesium
additions, however, raise the melting point of the deposit appreciably from 680C for
1/2MgO.V2O5 to 1100C for 3MgO.V2O5 and have been fond to be very effective.

3MgO + V2O5

Mg3V2O8 ……………...(1)

The Mg3 V2O8 is solid at the operating temperature of industrial boiler tubes and turbine
blades(11,

12)

. When sufficient SO3 is present, MgO can be sulphated to MgSO4, which can

then react with V2O5 to from magnesium pyrovanadate which may be molten on the surface
boiler tuber and turbine blades (3).

MgSO4 + V2O5

2MgO.V2O5+ SO3 …………..………(2)

Thus, corrosion control in low grade or residual fuel oils is modified by the presence
of (SO3) (13). Blauenstein(14) injected dispersed magnesia additive and could gain benefits on a
300 MW oil-fired boiler such as improved combustion, reduction in total particulate
emissions and reduction in metallic corrosion as indicated by higher pH ash and confirmed by
iron determinations on the ash. An ideal additive should be miscible with fuel oil and
improve combustion conditions, especially atomization.
Barbooti et al. studied the inhibitive action of magnesium oxide and magnesium
sulphate

(15)

on the hot ash corrosion by heating alloy specimens in an electrical furnace and

following the inhibition by weight loss and chemical analysis of the scale. Nishikawa et al (16)
have studied the effect of Mg-Additive against high temperature fouling and corrosion. When
Mg was added, weight loss due to high temperature corrosion was reduced to about equal
level of corrosion by clean kerosene firing in the temperature range below 700C.
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The present work is a dynamic study of the action of magnesium hydroxide, Mg(OH)2
as an inhibitor of hot ash corrosion using a pilot scale kerosene fired furnace.

EXPERIMENTAL WORK
Materials and Chemicals
Three alloys were selected from those used in boilers including: SA 178A, 209 T1
and 213 T11 (water wall tubes and superheater tubes) from South-Baghdad Power Station.
The chemical composition of the alloy used in this work is shown in Table 1(17). Magnesium
hydroxide was supplied by a local factory, with a purity of 98.5%.

Heating Furnace
A kerosene fuelled furnace was designed especially for this study with ceramic shelves.
Fig. 1 shows the heating chamber during work, where the shelves on which specimens are
placed are shown.

Procedure Work
The Specimens Preparation
The specimens were cut from the pipes into rectangular pieces (5x10x20 mm) (W x L
x T) and mechanically polished with emery paper (100, 320, 600 and 1000) under running tap
water and rinsed with distilled water, benzene, then these specimens were dried and left in a
vacuum desiccators and weighed.
The vanadic slag chosen for this work was based on 67 wt% (V2O5) and 33 wt%
(Na2SO4). This mixture was chosen because it has been shown to be the most representative
corrosive simulated by other workers (18, 19). Weighed proportions of V2O5 and Na2SO4 in the
ratio 3:1 were mixed and ground in an agate mortar for 15 minutes. The slag mixture was
than stored in desiccators until required for use.
About 2.09 g of Mg(OH)2 was mixed with and 10.0 g synthetic ash and homogenized
with 3 mls of acetone. With the aid of a syringe the mixture was applied onto the surface of
the cleaned specimens to give a coating

of 1 mole Mg(OH)2 : 1 mole ash. The tests were

carried out at various time intervals (2, 4, 6, 8 and 10 h) to study the normal oxidation at
different temperature (550, 650, 750, 850 and 950 ˚C). Constant time tests involved heating at
the specified temperatures for 4 h. At the end of the run, the furnace is switched off and
samples are taken out after 24 h. The specimens are dipped in caustic soda solution
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containing zinc dust (20% NaOH + 200g Zn/L.), at 60˚C for five minutes, and abraded with
emery paper grades (100, 320, 600 and 1000) respectively under running tap water, then
rinsed with water and kept over silica gel for one hour, and finally weighed to the fourth
decimal.

ANALYSIS
The specimens exposed were examined in detail, particular notice being given to the
color and appearance of corrosion products and the extent of spallation. The X-ray diffraction
technique was used to identify the scale compounds and the corrosion products formed in this
work using Phillips X-ray Difractometer, Type PW1050 Holland with iron target to produce
an x-ray beam of wavelength of Fe-kα at 1.93 Å using a tube current of 20 mA. and a
voltage of 40KV. The speed scans of [2°(20)/1cm]. Reference was made to the ASTM card
Index.

RESULTS AND DISCUSSION
Effect of Vanadic Slag
Fig. 2 shows the dependence of weight gain with temperature after 4 h exposures time.
The rate of oxidation is accelerated in the presence of vanadic slag mixture in comparison
with uncoated specimens. Further, the application of this slag on the specimen surface
resulted in increased corrosion rate with increasing temperature (550-950 oC). The scale
formed after the thermal treatment is sticky and metallic in color. The X-ray diffraction
analysis indicated the formation of sodium vanadate which is the most important aggressive
species in the (Na-V-O) system. This product became appreciable after the melting of the
eutectic mixture and increase with temperature. Therefore, Na2SO4, which has no individual
aggressive behavior towards the metal, facilitates the low temperature melting of the ash and
initiates the formation of sodium vanadate, which attacks the metal surfaces(4).
At 850˚ C, the weight gain for (SA-178A) in a (V2O5 : Na2SO4) slag is 0.16 kg/m2
compared with 0.013 kg/m2 for normal combustion for the non-coated specimens. This
indicates high corrosion behavior occurring at (850 ˚C) because (V2O5 – Na2SO4) system
melts at about (650 ˚C) and forms highly corrosive sodium vanadates

(18, 19)

. For example,

after (4h) and (850˚C), the average weight gain for (213 T1) in a V2O5:Na2SO4 mixture is
0.14 kg/m2 compared with 0.011 kg/m2 for specimen non-coated.
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The relation between the heating intervals and the weight gain at different
temperatures is typically shown in Figs 3 and 4. It is clear that the increase in time, leads to
increase in weight gain and hence vanadic slags highly accelerated the oxidation of the
alloys. Much of the weight gain occurred within the high temperature regions (750, 850 and
950 ˚C ) because many sodium-vanadium bronzes such NaVO3 , Na2O.V2O5, Na2O.3V2O5,
Na2O.6V2O5 and Na2O.V2O4.5V2O5 are predominant above (650 ˚C). These catastrophically
oxidize the alloy components acting as oxygen carriers, metal oxide distorts, or dissolving
agents of the protective oxide layer, and this leads to an accelerated increase in weight gain
with temperature rise(19). The figures clearly show that the increase in exposure time gives
increase in weight gain for all specimens coated with slag and those non-coated.

Effect of MG(OH)2 Addition
Figs. 5 and 6 show the weight loss of the three alloys specimens coated with Mg(OH )2
and slag at mole ratio of 1:1 , 2:1, and 3:1, respectively. Clear reduction in the degree of
corrosion with increasing Mg(OH)2 content can be seen. The color of the scale changed from
brown-yellow to red. The best ratio from Mg(OH)2: Ash is 3:1 because the mixture on the
surface of specimens was become totally from the rest of the specimens where the coating
turned into a white powder that is easily removed by simple tapping of the specimen. This
ensures that with a magnesium addition three times the amount of vanadium, a high melting
material is produced (20, 21).
The results are given in Tables 3-7. The optimum Mg(OH)2:Ash ratio is 3:1, which
gave inhibition efficiency of 85% at 550°C. The results indicate that the inhibition efficiency
increases with temperature decrease. The best value is obtained at a temperature of 550 ˚C.

X-RAY DIFFRACTION ANALYSIS
For (SA-178A) alloy, the constituents of the coating or the scales of the corroded
specimens were identified by X-ray diffraction analysis. Fig. 7 shows the diffraction pattern
of the scale resulted from the synthetic ash after heating at (750°C) for (4h). The main peaks
of sodium vanadates NaVO3 at 2.799Å and α-NaVO3 at 2.097 Å could be identified together
with ferric oxide at 3.66 Å. This is an indication of the role of molten sodium vanadate on
introducing oxygen to react with the iron surface so that it catalyzed the oxidation of the
metal(22). Furthermore, the in situ formed oxide dissolves in the molten layer of the ash
compounds and causes the gradual depletion of iron.
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For the 209 T1 alloy the effect of ash on the iron surface confirmed the oxidation and
dissolution of Fe2O3 in the molten scale in addition to the formation of several types of
sodium vanadates. The sodium- vanadium bronzes, namely: NaV3O8 at 6.508, 3.58 and
2.593Å, Na2O.V2O4.5V2O5 at 3.338 Å, Na4V2O7 at 4.08 and 2.298 Å. The thermal treatment
also resulted in the formation of vanadyl sulfate (VOSO4 and its main peaks at 5.017, 2.107
and 1.981 Å predominate at the diffraction pattern (Fig.8). Similarly residual sodium sulfate
could be identified, Na2SO4 (1.572 Å) and iron oxide (Fe2O3) at 3.769 Å.
With the introduction of Mg(OH)2 and ash, at 1:1 mole ratio, the diffraction pattern
indicated a clear diminishing of the main peaks of sodium vanadates (mainly the 3. 477 Å
peak) accompanied by the appearance of same new peak related to magnesium oxide (2.105
Å) and magnesium vanadate (2.677 and 1.744 Å). However magnesium sulfate also showed
up at 1.972 Å. Thus, magnesium competed well with sodium to abstract the vanadium and
consequently prevented its aggressive effect towards iron and other constituents of the SA178A alloy.
Further increase of Mg(OH)2 up to (2: 1) confirmed the inhibition efficiency where the
diffraction pattern was simpler than that related to the sodium scale since no sign for sodium
vanadate could be identified regarding the 213-T11 alloy. Magnesium vanadate Mg3V2O8
was a major constituent and the peaks related to it could well be resolved (3.38, 3.28 and
3.026 Å). A
gain, MgO was present in the studied sample (2.10 Å).
To ensure better corrosion prevention, a third additive to ash mixture was used which is
the 3:1 (Mg(OH)2:Ash) . The X-ray diffraction–patterns of the coating of the three alloys
heated for 4 h at 850 C˚ can be seen in Fig. 8. It is apparent that MgO peak predominates at
the three samples indicating that no further increase in Mg(OH)2 content is necessary.
Besides, the patterns did not show significant signs for the sodium vanadates, i. e. any chance
for the vanadium to from corrosive material with sodium.
Consequently, magnesium vanadates existed in the three samples as indicated by the
main diffraction peaks at 5.78, 3.20, 3.043, 3.036, 2.618, 2.582, 1.744, 1.743 and 1.701 Å.
Thus, the inclusion of magnesium in the coating completely inhibited the formation of the
aggressive sodium vanadyl vanadates and formation of the high melting species, the
magnesium vanadate instead (16, 22 and 23).
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CONCLUSIONS
Magnesium hydroxide can be successfully used for the prevention of hot ash corrosion
of steel structures of power generation stations. The optimum efficiency of inhibition could
be attained at 3:1 molar mixture of Mg(OH)2: synthetic ash. The study of inhibition can well
be carried out in a kerosene fired furnace to simulate the dynamic nature of the process. Xray diffraction analysis indicated complete diminishing of the formation of the aggressive
sodium vanadates and the formation of the high melting magnesium vanadate which can be
easily removed from the surface of the steel pipes and other parts of the boilers. It is apparent
that MgO peak predominates at the three samples indicating that no further increase in
Mg(OH)2 content is necessary. Besides, the patterns did not show significant signs for the
sodium vanadates, i. e. any chance for the vanadium to from corrosive material with sodium.
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Fig.(1): Furnace at Work Showing the fire front, burning chamber, door, brick in contact with
thermocouples for wall temperature measurement.
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Fig.(2): Effect of heating Temperature and Weight Gain for 209 T1 Specimens at four hours
of exposure.
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Fig. (3): Effect of exposure Time on Weight Gain for SA-178A Specimens at 550oC.
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Fig.(4): Effect of exposure Time on Weight Gain for (213 T11) Specimens at 950 oC.
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Fig. (5): Effect of Temperature on weight loss at various Ratios of Mg(OH)2:Ash for SA178A Specimens at 4h.
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Fig. (6): Effect of Temperature on weight loss at various Ratio of Mg(OH)2:Ash. For (209
T1) Specimens at (4 h).
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Fig. (7): X-ray Diffraction Analysis of Deposits on SA-178 Specimen Coated with Ash ,
Heated at 750˚C and 4h.

Fig.(8): X-ray Diffraction Pattern of Deposits on 213 T11 Specimen Coated with [3:1]
Mg(OH)2 :Ash, Heated at 750˚C for 4h.
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Table (1):Chemical Composition of Alloys (17).
Components

209 T1%

SA-178A%

213 T11%

C

0.06-0.18

0.1-0.2

0.08-0.15

Mn

0.27-0.73

0.3-0.8

0.3-0.6

Pmax.

0.035

0.025

0.025

S max.

0.035

0.025

0.025

Fe

Remain

Remain

Remain

Si

0.1-0.5

0.5-1

Mo

0.044-0.65

0.44-0.65

Cr

1-1.5

Table(2): Weight Losses in the Presence of Mg(OH)2 for (SA-178) Specimens.
Temperature, oC.

Mg(OH)2 :Ash
550

650

750

850

950

0:1

--0.06

--0.078

--0.14

--0.16

--0.17

1:1

0.02

0.037

0.065

0.07

0.072

2:1

0.016

0.03

0.056

0.063

0.065

3:1

0.009

0.024

0.04

0.044

0.052

Table(3): Inhibition Efficiency in the Presence of Mg(OH)2 for (SA-178) Specimens.
Temperature, oC.

Mg(OH)2 :Ash
550

650

750

850

950

0:1

--

--

--

--

--

1:1

66

51

53

56

57

2:1

73

61

60

60

62

3:1

85

69

71

69

69

a Inhibition efficiency = [ (wo-wi) / wo ] * 100 %
Where: Wo = weight loss in the presence of [Ash]
Wi = weight loss in the presence of [Ash + Mg (OH)2 ]
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Table(4): Weight Losses in the Presence of Mg(OH)2 for (209 T1) Specimens.
Temperature, oC.

Mg(OH)2 :Ash
550

650

750

850

950

0:1

0.056

0.07

0.126

0.144

0.153

1:1

0.018

0.0344

0.058

0.063

0.065

2:1

0.0144

0.027

0.05

0.057

0.058

3:1

0.0081

0.0216

0.036

0.0441

0.048

Table(5): Inhibition Efficiency in the Presence of Mg(OH)2 for (209 T1) Specimens.
Temperature, oC.

Mg(OH)2 :Ash
550

650

750

850

950

0:1

--

--

--

--

--

1:1

68

51

54

56

57

2:1

74

61

60

60

62

3:1

85

69

71

69

68

Table (6): Weight Losses in the Presence of Mg(OH)2 for (213 T11) Specimens.
Temperature, oC.

Mg(OH)2 :Ash
550

650

750

850

950

0:1

0.053

0.068

0.123

0.140

0.149

1:1

0.0176

0.0325

0.057

0.0616

0.063

2:1

0.014

0.026

0.044

0.055

0.057

3:1

0.0079

0.021

0.035

0.038

0.045

Table (7): Inhibition Efficiency in the Presence of Mg(OH)2 for (213 T11) Specimens.
Temperature, oC.

Mg(OH)2 :Ash
550

650

750

850

950

0:1

--

--

--

--

--

1:1

67

52

55

55

58

2:1

73

62

60

61

62

3:1

85

69

72

72

70
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اﻟﺗﺄﺛﯾر اﻟﻣﺛﺑط ﻟﻬﯾدروﻛﺳﯾد اﻟﻣﻐﻧﯾﺳﯾوم ﻋﻠﻰ اﻟﻘﺎﺑﻠﯾﺔ اﻟﺗﺎﻛﻠﯾﺔ ﻟﻠرﻣﺎد اﻟﺳﺎﺧن ﻟﻠﺣدﯾد
اﻟﻣﻐﻠون ﻓﻲ أﻓران ﺣرق اﻟﻛﯾروﺳﯾن

د.ﻣﺣﻣود ﺑرﺑوﺗﻲ
ﺑﺎﺣث اﻗدم

د.ﺻﻔﺎء اﻟدﯾن ﻋﺑداﷲ اﻟﻧﻌﯾﻣﻲ

د.ﻛﺎظم ﻓﻧطﯾل اﻟﺳﻠطﺎﻧﻲ

ﻗﺳم اﻟﻬﻧدﺳ ﺔ اﻟﻛﯾﻣﯾﺎوﯾﺔ-اﻟﺟﺎﻣﻌﺔ

ﻗﺳم اﻟﻬﻧدﺳ ﺔ اﻟﻛﯾﻣﯾﺎوﯾﺔ-ﺟﺎﻣﻌﺔ

أﺳﺗﺎذ

اﻟﺗﻛﻧوﻟوﺟﯾﺔ

ﻣدرس
ﺑﺎﺑل

اﻟﺧﻼﺻﺔ
ﻓــﻲ ﻫــذا اﻟﺑﺣــث ﺗــم دراﺳــﺔ اﻟﺗــﺄﺛﯾر اﻟﻣﺛــﺑط ﻻوﻛــﺳﯾد اﻟﻣﻐﻧﯾــﺳﯾوم ﻋﻠــﻰ ﻗﺎﺑﻠﯾــﺔ اﻟﺗﺂﻛــل ﻟﻠرﻣــﺎد اﻟــﺳﺎﺧن ﻋﻠــﻰ اﻟﺣدﯾــد ﻓــﻲ
ﻣﺣطﺎت ﺗوﻟﯾد اﻟطﺎﻗﺔ اﻟﻛﻬرﺑﺎﺋﯾﺔ ﺑﺎﺳﺗﺧدام أﻓران ﺗﻌﻣل ﺑواﺳطﺔ ﺣرق اﻟﻛﯾروﺳﯾن .
ﺗــم اﺳــﺗﺧدام ﺛــﻼث أﻧـواع ﻣــن اﻟــﺳﺑﺎﺋك )(209 T1,SA178A, 213 T11ﺣــﺿرت ﻣــن ﺟــدران اﻧﺎﺑ ﯾــب اﻟﻣﯾــﺎﻩ اﻟﻣوﺟــودة
ﺑﻣﺣطﺔ ﺗوﻟﯾد اﻟﻛﻬرﺑﺎء.
ﯾﺣﺗ ـ ـ ـ ــوي ﻓ ـ ـ ـ ــرن اﻟﺗ ـ ـ ـ ــﺳﺧﯾن ﻋﻠـ ـ ـ ـ ــﻰ رﻓ ـ ـ ـ ــوف ﻟوﺿ ـ ـ ـ ــﻊ اﻟﻧﻣـ ـ ـ ـ ــﺎذج ﻋﻠﯾﻬ ـ ـ ـ ــﺎ.ﺣﯾ ـ ـ ـ ــث ﺗ ـ ـ ـ ــم ﻣ ـ ـ ـ ــزج ﻫﯾدروﻛ ـ ـ ـ ــﺳﯾد اﻟﻣﻐﻧﯾـ ـ ـ ـ ــﺳﯾوم
ﻣﻊ) (67% V2O5,33%Na 2SO4ﺑﻧﺳب ﻣوﻟﯾﺔ ) (1:1,1:2,1:3ﻋﻠﻰ اﻟﺗواﻟﻲ ﻟﺗوﺿﻊ ﻋﻠﻰ ﺳطوح اﻟﻧﻣﺎذج اﻟﻧظﯾﻔﺔ.
ﺗﻣت اﻟدراﺳﺔ ﺑوﺿـﻊ ﻓﺗـرة اﻻﺧﺗﺑـﺎر ارﺑﻌـﺔ ﺳـﺎﻋﺎت وﻟﻔ ﺗـرات زﻣﻧﯾـﺔ ﻣﺧﺗﻠﻔـﺔ)  10 – 2ﺳـﺎﻋﺎت( ﻟدراﺳـﺔ ﺗـﺄﺛﯾر اﻻ ﻛـﺳدة
ﻟدرﺟﺎت ﺣرارة ﻣﺧﺗﻠﻔﺔ)  950-550درﺟﺔ ﻣﺋوﯾﺔ( .وﻗد وﺟد ان ﻣﻌدل اﻻﻛﺳدة ﻗد ازداد ﺑوﺟود ﺷواﺋب اﻟﻔﻧﺎدﯾوم وﻧﺗﯾﺟﺔ ﻟزﯾﺎدة
درﺟﺎت اﻟﺣرارة.

اﺳـﺗﺧدﻣت ﺗﻘﻧﯾــﺔ ) (X rayﻟدراﺳــﺔ ﺗ ﻛــون ).(Na2SO4,VOSO4,Na 4V2O7,Na2O.V2O4.5V2O5,Fe2O3وﻗــد

ظﻬر ﻓﻘدان اﻟوزن ﻟﺛﻼث ﺳﺑﺎﺋك ظﻬور اﻧﺧﻔﺎض ﻣﻌدل اﻟﺗﺎﻛل ﺑزﯾﺎدة اوﻛﺳﯾد اﻟﻣﻐﻧﯾﺳﯾوم .
أظﻬرت اﻟﻧﺗﺎﺋﺞ ان أﻓﺿل ﻧﺳﺑﺔ ﻟﺗﻘﻠﯾل ﺗﺄﺛﯾر اﻟﺗﺂﻛل ﻣﻊ اﻟﻧﺳﺑﺔ اﻟﻣوﻟﯾﺔ  3:1واﻟﺗﻲ أﻋطت ﻛﻔﺎءة ﺑﻣﻘدار  %85وﺑدرﺟﺔ
ﺣرارة  550درﺟﺔ ﻣﺋوﯾﺔ.وان ﻫذﻩ اﻟﻧﺳﺑﺔ ﺗزداد ﺑﺎﻧﺧﻔﺎض درﺟﺔ اﻟﺣرارة وظﻬور ﻫﯾدروﻛﺳﯾد اﻟﻣﻐﻧﯾﺳﯾوم ﻣﻊ رﻣﺎد Mg3V2O8
وﻗﻠﯾل ﻣن اوﻛﺳﯾد اﻟﻣﻐﻧﯾﺳﯾوم .
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